ReaderTT.config = {"pagecount":308,"title":"frontice_EC ConformRevC","author":"linee moore","subject":"frontice_EC ConformRevC","keywords":"","creator":"Adobe PageMaker 6.5","producer":"Acrobat Distiller 4.0 for Windows","creationdate":"D:20010530103745","moddate":"D:20010530103830-07'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"SunSet E20","page":3,"zoom":"Fit","children":[{"title":"EC  DECLARATION OF CONFORMITY  ","page":2,"zoom":"Fit"},{"title":"1.0  Unpacking the SunSet ","page":11,"zoom":"Fit"},{"title":"2.0  Replacing the Battery Pack ","page":13,"zoom":"Fit"},{"title":"1.0  Warnings ","page":23,"zoom":"Fit"},{"title":"","page":23,"zoom":"Fit"},{"title":"2.2  LEDs ","page":30,"zoom":"Fit"},{"title":"2.3 Connector Panels ","page":32,"zoom":"Fit"},{"title":"1.0  Introduction ","page":31,"zoom":"Fit"},{"title":"","page":33,"zoom":"Fit"},{"title":"2.1  E1SINGL TEST MODE ","page":34,"zoom":"Fit"},{"title":"2.2  E1DUAL Mode  ","page":39,"zoom":"Fit"},{"title":"2.3  E1-MUX Mode ","page":47,"zoom":"Fit"},{"title":"2.4  MUXTEST MODE ","page":52,"zoom":"Fit"},{"title":"3.0  Send Test Pattern ","page":58,"zoom":"Fit"},{"title":"3.1  Standard Patterns ","page":58,"zoom":"Fit"},{"title":"3.2  User Test Patterns ","page":60,"zoom":"Fit"},{"title":"","page":64,"zoom":"Fit"},{"title":"4.1  E1 Results and General Definitions ","page":67,"zoom":"Fit"},{"title":"4.2  E1-MUX Mode Measurement Results ","page":78,"zoom":"Fit"},{"title":"4.3  MUXTEST Mode Results ","page":79,"zoom":"Fit"},{"title":"4.4  DATACOM Mode Measurement ","page":80,"zoom":"Fit"},{"title":"","page":80,"zoom":"Fit"},{"title":"5.1  View Received Data ","page":80,"zoom":"Fit"},{"title":"5.2  View FAS Words ","page":82,"zoom":"Fit"},{"title":"5.3  View MFAS Words ","page":84,"zoom":"Fit"},{"title":"5.4  Pulse Mask Analysis ","page":85,"zoom":"Fit"},{"title":"5.4.1  Start New Analysis ","page":99,"zoom":"Fit"},{"title":"5.4.2  View Last Pulse Shape ","page":100,"zoom":"Fit"},{"title":"5.5  C-Bit Analysis  ","page":100,"zoom":"Fit"},{"title":"5.6  Histogram Analysis ","page":104,"zoom":"Fit"},{"title":"5.6.1  Current Histogram ","page":104,"zoom":"Fit"},{"title":"5.6.2  Saved Histogram ","page":107,"zoom":"Fit"},{"title":"5.7  Propagation Delay ","page":109,"zoom":"Fit"},{"title":"","page":110,"zoom":"Fit"},{"title":"6.1  VF & Noise Measurements ","page":111,"zoom":"Fit"},{"title":"6.2  View Line CAS ","page":115,"zoom":"Fit"},{"title":"6.3  Call Analysis ","page":116,"zoom":"Fit"},{"title":"6.3.1  Digit Analysis ","page":120,"zoom":"Fit"},{"title":"6.4  Call Emulator ","page":121,"zoom":"Fit"},{"title":"6.4.1  Standard Emulations ","page":122,"zoom":"Fit"},{"title":"6.4.2  Place a Call ","page":123,"zoom":"Fit"},{"title":"6.4.3  Receive a Call ","page":124,"zoom":"Fit"},{"title":"6.4.4  User Emulation ","page":126,"zoom":"Fit"},{"title":"6.5  Supervision Setup ","page":131,"zoom":"Fit"},{"title":"6.6  Dial Parameters ","page":133,"zoom":"Fit"},{"title":"6.7  Signal Meanings ","page":135,"zoom":"Fit"},{"title":"","page":128,"zoom":"Fit"},{"title":"7.1  Error Injection ","page":128,"zoom":"Fit"},{"title":"7.2  Alarm Generation ","page":131,"zoom":"Fit"},{"title":"7.3  View Results Records ","page":133,"zoom":"Fit"},{"title":"7.4  Send Frame Words ","page":135,"zoom":"Fit"},{"title":"","page":137,"zoom":"Fit"},{"title":"8.1  Version/Option ","page":138,"zoom":"Fit"},{"title":"8.2  System Profiles ","page":139,"zoom":"Fit"},{"title":"8.3  MEAS Configuration ","page":142,"zoom":"Fit"},{"title":"8.4  General Configuration ","page":147,"zoom":"Fit"},{"title":"8.5  Erase NV Ram ","page":150,"zoom":"Fit"},{"title":"8.6  Self Test ","page":151,"zoom":"Fit"},{"title":"8.7  CLR Print Buffer ","page":151,"zoom":"Fit"},{"title":"8.8  Factory Defaults ","page":152,"zoom":"Fit"},{"title":"","page":152,"zoom":"Fit"},{"title":"1.0  Connecting the Cords ","page":181,"zoom":"Fit"},{"title":"","page":184,"zoom":"Fit"},{"title":"2.1  Accept a New Circuit ","page":184,"zoom":"Fit"},{"title":"2.2  Monitor an In-Service Circuit ","page":185,"zoom":"Fit"},{"title":"2.3  Checking for Frequency Synchronization ","page":188,"zoom":"Fit"},{"title":"2.4  Measure Signal Level ","page":189,"zoom":"Fit"},{"title":"2.5  Run a Timed Test ","page":192,"zoom":"Fit"},{"title":"2.5.1  Manual Start ","page":192,"zoom":"Fit"},{"title":"2.5.2  Auto Start ","page":192,"zoom":"Fit"},{"title":"2.6  Observe Network Codes or Channel Data ","page":193,"zoom":"Fit"},{"title":"2.7  Monitor a Voice Frequency Channel ","page":195,"zoom":"Fit"},{"title":"2.8  Simple Talk/Listen ","page":196,"zoom":"Fit"},{"title":"2.9  Send a Tone ","page":198,"zoom":"Fit"},{"title":"2.10  Nx64 kbps Testing ","page":199,"zoom":"Fit"},{"title":"2.11  Using the Battery and AC Charger ","page":201,"zoom":"Fit"},{"title":"2.12  Using the Serial Port   ","page":203,"zoom":"Fit"},{"title":"2.12.1  Serial Port Settings ","page":203,"zoom":"Fit"},{"title":"2.12.2  Configuring for Printing ","page":203,"zoom":"Fit"},{"title":"2.13  Using the Remote Control ","page":208,"zoom":"Fit"},{"title":"2.13.1  Using Remote Control / Windows 95 ....185","page":213,"zoom":"Fit"},{"title":"","page":214,"zoom":"Fit"},{"title":"3.1  In Service Dual Drop & Insert THRU Test ","page":214,"zoom":"Fit"},{"title":"3.2  Testing a Terminal Multiplex ","page":217,"zoom":"Fit"},{"title":"3.3  Emulating a Terminal Multiplex ","page":219,"zoom":"Fit"},{"title":"3.4  Emulating an Add/Drop Multiplexer ","page":222,"zoom":"Fit"},{"title":"1.0  Datacom Technology Overview ","page":203,"zoom":"Fit"},{"title":"1.1  Introduction ","page":203,"zoom":"Fit"},{"title":"1.2  Communication Components ","page":203,"zoom":"Fit"},{"title":"1.3  Transmission Basics ","page":204,"zoom":"Fit"},{"title":"1.4  Data Networks ","page":205,"zoom":"Fit"},{"title":"1.5  Call Control Procedure ","page":206,"zoom":"Fit"},{"title":"1.6  Physical Layer Protocol ","page":207,"zoom":"Fit"},{"title":"","page":209,"zoom":"Fit"},{"title":"2.1  DATACOM Mode Test Configuration ","page":209,"zoom":"Fit"},{"title":"2.1.1  DATACOM Test Mode ","page":210,"zoom":"Fit"},{"title":"2.2  Datacom Interface ","page":214,"zoom":"Fit"},{"title":"2.2.1  Live Tracer ","page":215,"zoom":"Fit"},{"title":"2.3  View/Print Buffer ","page":219,"zoom":"Fit"},{"title":"2.4  DATACOM Measurement Results ","page":220,"zoom":"Fit"},{"title":"2.5  Other Measurements ","page":223,"zoom":"Fit"},{"title":"2.5.1  View Received Data ","page":224,"zoom":"Fit"},{"title":"2.5.2  Propagation Delay ","page":224,"zoom":"Fit"},{"title":"2.6  Protocols ","page":226,"zoom":"Fit"},{"title":"","page":226,"zoom":"Fit"},{"title":"4.0  Applications ","page":230,"zoom":"Fit"},{"title":"4.1  Point-to-Point Datacom Testing ","page":230,"zoom":"Fit"},{"title":"4.2  Testing the Datacom Port of a","page":233,"zoom":"Fit"},{"title":"4.3  Datacom Monitoring ","page":234,"zoom":"Fit"},{"title":"4.4  Fault Location with Remote & Local ","page":236,"zoom":"Fit"},{"title":"","page":241,"zoom":"Fit"},{"title":"1.1  Introduction ","page":241,"zoom":"Fit"},{"title":"1.2  Technical Standards ","page":241,"zoom":"Fit"},{"title":"1.3  Basic Definitions ","page":241,"zoom":"Fit"},{"title":"1.4  Converting a Voice Signal ","page":242,"zoom":"Fit"},{"title":"1.5  2.048 Mbps Data Rate ","page":243,"zoom":"Fit"},{"title":"1.6  Line Coding ","page":243,"zoom":"Fit"},{"title":"1.7  Signal Levels ","page":246,"zoom":"Fit"},{"title":"1.8  2.048 Mbps Framing ","page":247,"zoom":"Fit"},{"title":"1.9  MFR2/DTMF/DP Technology  ","page":252,"zoom":"Fit"},{"title":"","page":257,"zoom":"Fit"},{"title":"","page":259,"zoom":"Fit"},{"title":"3.0  Customer Service ","page":262,"zoom":"Fit"},{"title":"","page":-1,"zoom":""},{"title":"","page":-1,"zoom":""},{"title":"3.0  Access Network Options Specifications  ","page":-1,"zoom":""},{"title":"","page":-1,"zoom":""},{"title":"5.0  Frame Relay Network Options Specifications ","page":-1,"zoom":""},{"title":"","page":-1,"zoom":""},{"title":"EXPRESS LIMITED WARRANTY ","page":201,"zoom":"Fit"},{"title":"Certificate of Origin ","page":203,"zoom":"Fit"},{"title":"Index i-","page":3,"zoom":"Fit"},{"title":"1.0  Unpacking the SunSet ","page":9,"zoom":"Fit"},{"title":"2.0  Replacing the Battery Pack ","page":11,"zoom":"Fit"},{"title":"1.0  Warnings ","page":15,"zoom":"Fit"},{"title":"2.0  Front View Description ","page":15,"zoom":"Fit"},{"title":"2.2  LEDs ","page":22,"zoom":"Fit"},{"title":"2.3  Connector Panels ","page":24,"zoom":"Fit"}]},{"title":"Chapter 3 ","page":29,"zoom":"Fit","children":[{"title":"1.0  Introduction ","page":29,"zoom":"Fit"},{"title":"2.0  Test Configuration ","page":31,"zoom":"Fit"},{"title":"2.1  E1SINGL TEST MODE ","page":32,"zoom":"Fit"},{"title":"2.2  E1DUAL Mode  ","page":37,"zoom":"Fit"},{"title":"2.3  E1-MUX Mode ","page":45,"zoom":"Fit"},{"title":"2.4  MUXTEST MODE ","page":50,"zoom":"Fit"},{"title":"3.0  Send Test Pattern ","page":56,"zoom":"Fit"},{"title":"3.1  Standard Patterns ","page":56,"zoom":"Fit"},{"title":"3.2  User Test Patterns ","page":58,"zoom":"Fit"},{"title":"4.0  Measurement Results ","page":62,"zoom":"Fit"},{"title":"4.1  E1 Results and General Definitions ","page":65,"zoom":"Fit"},{"title":"4.2  E1-MUX Mode Measurement Results ","page":76,"zoom":"Fit"},{"title":"4.3  MUXTEST Mode Results ","page":77,"zoom":"Fit"},{"title":"4.4  DATACOM Mode Measurement ","page":78,"zoom":"Fit"},{"title":"5.0  Other Measurements ","page":78,"zoom":"Fit"},{"title":"5.1  View Received Data ","page":78,"zoom":"Fit"},{"title":"5.2  View FAS Words ","page":80,"zoom":"Fit"},{"title":"5.3  View MFAS Words ","page":82,"zoom":"Fit"},{"title":"5.4  Pulse Mask Analysis ","page":83,"zoom":"Fit"},{"title":"5.4.1  Start New Analysis ","page":87,"zoom":"Fit"},{"title":"5.4.2  View Last Pulse Shape ","page":88,"zoom":"Fit"},{"title":"5.5  C-Bit Analysis  ","page":88,"zoom":"Fit"},{"title":"5.6  Histogram Analysis ","page":92,"zoom":"Fit"},{"title":"5.6.1  Current Histogram ","page":92,"zoom":"Fit"},{"title":"5.6.2  Saved Histogram ","page":95,"zoom":"Fit"},{"title":"5.7  Propagation Delay ","page":97,"zoom":"Fit"},{"title":"6.0  VF Channel Access ","page":98,"zoom":"Fit"},{"title":"6.1  VF & Noise Measurements ","page":99,"zoom":"Fit"},{"title":"6.2  View Line CAS ","page":103,"zoom":"Fit"},{"title":"6.3  Call Analysis ","page":104,"zoom":"Fit"},{"title":"6.3.1  Digit Analysis ","page":108,"zoom":"Fit"},{"title":"6.4  Call Emulator ","page":109,"zoom":"Fit"},{"title":"6.4.1  Standard Emulations ","page":110,"zoom":"Fit"},{"title":"6.4.2  Place a Call ","page":111,"zoom":"Fit"},{"title":"6.4.3  Receive a Call ","page":112,"zoom":"Fit"},{"title":"6.4.4  User Emulation ","page":114,"zoom":"Fit"},{"title":"6.5  Supervision Setup ","page":119,"zoom":"Fit"},{"title":"6.6  Dial Parameters ","page":121,"zoom":"Fit"},{"title":"6.7  Signal Meanings ","page":123,"zoom":"Fit"},{"title":"","page":134,"zoom":"Fit"},{"title":"7.1  Error Injection ","page":134,"zoom":"Fit"},{"title":"7.2  Alarm Generation ","page":137,"zoom":"Fit"},{"title":"7.3  View Results Records ","page":139,"zoom":"Fit"},{"title":"7.4  Send Frame Words ","page":141,"zoom":"Fit"},{"title":"8.0  System Parameters ","page":143,"zoom":"Fit"},{"title":"8.1  Version/Option ","page":144,"zoom":"Fit"},{"title":"8.2  System Profiles ","page":145,"zoom":"Fit"},{"title":"8.3  MEAS Configuration ","page":148,"zoom":"Fit"},{"title":"8.4  General Configuration ","page":153,"zoom":"Fit"},{"title":"8.5  Erase NV Ram ","page":156,"zoom":"Fit"},{"title":"8.6  Self Test ","page":157,"zoom":"Fit"},{"title":"8.7  CLR Print Buffer ","page":157,"zoom":"Fit"},{"title":"8.8  Factory Defaults ","page":158,"zoom":"Fit"},{"title":"","page":158,"zoom":"Fit"},{"title":"1.0  Connecting the Cords ","page":153,"zoom":"Fit"},{"title":"2.0  Basic Applications ","page":156,"zoom":"Fit"},{"title":"2.1  Accept a New Circuit ","page":156,"zoom":"Fit"},{"title":"2.2  Monitor an In-Service Circuit ","page":157,"zoom":"Fit"},{"title":"2.3  Checking for Frequency Synchronization ","page":160,"zoom":"Fit"},{"title":"2.4  Measure Signal Level ","page":161,"zoom":"Fit"},{"title":"2.5  Run a Timed Test ","page":164,"zoom":"Fit"},{"title":"2.5.1  Manual Start ","page":164,"zoom":"Fit"},{"title":"2.5.2  Auto Start ","page":164,"zoom":"Fit"},{"title":"2.6  Observe Network Codes or Channel Data ","page":165,"zoom":"Fit"},{"title":"2.7  Monitor a Voice Frequency Channel ","page":167,"zoom":"Fit"},{"title":"2.8  Simple Talk/Listen ","page":168,"zoom":"Fit"},{"title":"2.9  Send a Tone ","page":170,"zoom":"Fit"},{"title":"2.10  Nx64 kbps Testing ","page":171,"zoom":"Fit"},{"title":"2.11  Using the Battery and AC Charger ","page":173,"zoom":"Fit"},{"title":"2.12  Using the Serial Port   ","page":175,"zoom":"Fit"},{"title":"2.12.1  Serial Port Settings ","page":175,"zoom":"Fit"},{"title":"2.12.2  Configuring for Printing ","page":175,"zoom":"Fit"},{"title":"2.13  Using the Remote Control ","page":180,"zoom":"Fit"},{"title":"2.13.1  Using Remote Control from Windows 95 ","page":185,"zoom":"Fit"},{"title":"3.0  Advanced Applications ","page":186,"zoom":"Fit"},{"title":"3.1  In Service Dual Drop and Insert THRU ","page":186,"zoom":"Fit"},{"title":"3.2  Testing a Terminal Multiplex ","page":189,"zoom":"Fit"},{"title":"3.3  Emulating a Terminal Multiplex ","page":191,"zoom":"Fit"},{"title":"3.4  Emulating an Add/Drop Multiplexer ","page":194,"zoom":"Fit"},{"title":"1.0  Datacom Technology Overview ","page":201,"zoom":"Fit"},{"title":"1.1  Introduction ","page":201,"zoom":"Fit"},{"title":"1.2  Communication Components ","page":201,"zoom":"Fit"},{"title":"1.3  Transmission Basics ","page":202,"zoom":"Fit"},{"title":"1.4  Data Networks ","page":203,"zoom":"Fit"},{"title":"1.5  Call Control Procedure ","page":204,"zoom":"Fit"},{"title":"1.6  Physical Layer Protocol ","page":205,"zoom":"Fit"},{"title":"","page":207,"zoom":"Fit"},{"title":"2.1  DATACOM Mode Test Configuration ","page":207,"zoom":"Fit"},{"title":"2.1.1  DATACOM Test Mode ","page":208,"zoom":"Fit"},{"title":"2.2  Datacom Interface ","page":212,"zoom":"Fit"},{"title":"2.2.1  Live Tracer ","page":213,"zoom":"Fit"},{"title":"2.3  View/Print Buffer ","page":217,"zoom":"Fit"},{"title":"2.4  DATACOM Measurement Results ","page":218,"zoom":"Fit"},{"title":"2.5  Other Measurements ","page":221,"zoom":"Fit"},{"title":"2.5.1   View Received Data ","page":222,"zoom":"Fit"},{"title":"2.5.2  Propagation Delay ","page":222,"zoom":"Fit"},{"title":"2.6  Protocols ","page":224,"zoom":"Fit"},{"title":"","page":224,"zoom":"Fit"},{"title":"4.0  Applications ","page":228,"zoom":"Fit"},{"title":"4.1  Point-to-Point Datacom Testing ","page":228,"zoom":"Fit"},{"title":"4.2  Testing the Datacom Port of a 2M ","page":231,"zoom":"Fit"},{"title":"4.3  Datacom Monitoring ","page":232,"zoom":"Fit"},{"title":"4.4  Fault Location with Remote & Local     Loopbacks ","page":234,"zoom":"Fit"},{"title":"1.0  E1 Technology Overview ","page":239,"zoom":"Fit"},{"title":"1.1  Introduction ","page":239,"zoom":"Fit"},{"title":"1.2  Technical Standards ","page":239,"zoom":"Fit"},{"title":"1.3  Basic Definitions ","page":239,"zoom":"Fit"},{"title":"1.4  Converting a Voice Signal ","page":240,"zoom":"Fit"},{"title":"1.5  2.048 Mbps Data Rate ","page":241,"zoom":"Fit"},{"title":"1.6  Line Coding ","page":241,"zoom":"Fit"},{"title":"1.7  Signal Levels ","page":244,"zoom":"Fit"},{"title":"1.8  2.048 Mbps Framing ","page":245,"zoom":"Fit"},{"title":"1.9  MFR2/DTMF/DP Technology  ","page":250,"zoom":"Fit"}]},{"title":"Chapter 7","page":255,"zoom":"Fit","children":[{"title":"1.0  Troubleshooting ","page":255,"zoom":"Fit"},{"title":"2.0  Calibration ","page":257,"zoom":"Fit"},{"title":"","page":260,"zoom":"Fit"},{"title":"1.0  Main Specifications ","page":263,"zoom":"Fit"},{"title":"","page":270,"zoom":"Fit"},{"title":"","page":275,"zoom":"Fit"},{"title":"4.0  Cellular Network Options Specifications ","page":278,"zoom":"Fit"},{"title":"","page":280,"zoom":"Fit"},{"title":"","page":282,"zoom":"Fit"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
