ReaderTT.config = {"pagecount":56,"title":"BAL 8000032013_01 EN","author":"AEG Power Solutions GmbH","subject":"PROTECT B.PRO  >>  Operating Instructions","keywords":"Release: October 2010  Update Rel. 01: November 2012","creator":"Acrobat PDFMaker 10.1 für Word","producer":"Adobe PDF Library 10.0","creationdate":"D:20121207170845+01'00'","moddate":"D:20121207171016+01'00'","trapped":"","fileName":"document.pdf","bounds":[[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909]],"bookmarks":[{"title":"1  Notes on these Operating Instructions","page":4,"zoom":"XYZ 100 821 0"},{"title":"2  General Information","page":8,"zoom":"XYZ 100 821 0","children":[{"title":"2.1 Brief overview","page":8,"zoom":"XYZ 100 586 0"},{"title":"2.2 System description","page":9,"zoom":"XYZ 93 311 0"},{"title":"2.3 Technical data","page":11,"zoom":"XYZ 93 821 0"}]},{"title":"3  Safety Regulations","page":16,"zoom":"XYZ 100 821 0","children":[{"title":"3.1 General safety precautions","page":16,"zoom":"XYZ 100 785 0"},{"title":"3.2 Safety precautions for Protect B. PRO","page":16,"zoom":"XYZ 100 330 0"},{"title":"3.3  CE certificate","page":20,"zoom":"XYZ 100 821 0"}]},{"title":"4  Installation","page":21,"zoom":"XYZ 93 821 0","children":[{"title":"4.1 Unpacking and checking","page":21,"zoom":"XYZ 93 794 0"},{"title":"4.2 Set-up location","page":22,"zoom":"XYZ 100 580 0"},{"title":"4.3 Installation","page":23,"zoom":"XYZ 93 556 0","children":[{"title":"4.3.1 Installation in a 19\" rack","page":23,"zoom":"XYZ 93 511 0"},{"title":"4.3.2  Set-up as an upright device (tower)","page":24,"zoom":"XYZ 100 821 0"}]}]},{"title":"5 Overview of Connections, Controls and Display Components","page":25,"zoom":"XYZ 93 821 0","children":[{"title":"5.1 Front view","page":25,"zoom":"XYZ 93 759 0"},{"title":"5.2 Rear view (connections)","page":26,"zoom":"XYZ 100 821 0"}]},{"title":"6 Electrical Connection","page":28,"zoom":"XYZ 100 821 0","children":[{"title":"6.1 Internal battery contact connection","page":28,"zoom":"XYZ 100 785 0"},{"title":"6.2 External battery unit contact connection","page":29,"zoom":"XYZ 93 821 0"},{"title":"6.3 Mains connection","page":30,"zoom":"XYZ 100 821 0"},{"title":"6.4 Electrical load connection","page":30,"zoom":"XYZ 100 505 0"}]},{"title":"7 Operation and Control","page":31,"zoom":"XYZ 93 615 0","children":[{"title":"7.1 Initial commissioning","page":31,"zoom":"XYZ 93 569 0","children":[{"title":"7.1.1 Switching ON the UPS","page":31,"zoom":"XYZ 93 308 0"},{"title":"7.1.2 Switching OFF the UPS","page":32,"zoom":"XYZ 100 412 0"}]},{"title":"7.2  Operator panel","page":33,"zoom":"XYZ 93 821 0","children":[{"title":"7.2.1 Overview","page":33,"zoom":"XYZ 93 795 0"},{"title":"7.2.2 Operating buttons (navigation)","page":33,"zoom":"XYZ 93 685 0"},{"title":"7.2.3 Indicators (LED indicators)","page":34,"zoom":"XYZ 100 721 0"},{"title":"7.2.4 Liquid crystal display","page":34,"zoom":"XYZ 100 516 0"},{"title":"7.2.5 Abbreviation index","page":36,"zoom":"XYZ 100 649 0"},{"title":"7.2.6 Audible signals","page":36,"zoom":"XYZ 100 378 0"}]},{"title":"7.3 UPS operating states","page":37,"zoom":"XYZ 93 821 0"},{"title":"7.4  UPS settings","page":38,"zoom":"XYZ 100 821 0"}]},{"title":"8 Interfaces and Communication","page":40,"zoom":"XYZ 100 821 0","children":[{"title":"8.1 Computer interfaces RS232 and USB","page":40,"zoom":"XYZ 100 785 0"},{"title":"8.2 Communication slot","page":40,"zoom":"XYZ 100 559 0"},{"title":"8.3 Shutdown and UPS management software","page":40,"zoom":"XYZ 100 245 0"},{"title":"8.4 Emergency Power Off","page":41,"zoom":"XYZ 93 287 0"},{"title":"8.5 Overvoltage / data cable protection","page":42,"zoom":"XYZ 100 336 0"}]},{"title":"9 Troubleshooting","page":43,"zoom":"XYZ 93 821 0","children":[{"title":"9.1 Malfunctions","page":43,"zoom":"XYZ 93 780 0","children":[{"title":"9.1.1 Reference fault code table","page":43,"zoom":"XYZ 93 525 0"},{"title":"9.1.2  Alarm messages / warnings","page":44,"zoom":"XYZ 100 821 0"},{"title":"9.1.3 Fault indications/solution approaches","page":44,"zoom":"XYZ 100 403 0"}]}]},{"title":"10 Service","page":46,"zoom":"XYZ 100 423 0","children":[{"title":"10.1 Charging the battery","page":46,"zoom":"XYZ 100 216 0"},{"title":"10.2 Regular checks","page":47,"zoom":"XYZ 93 821 0","children":[{"title":"10.2.1 Visual check","page":47,"zoom":"XYZ 93 698 0"},{"title":"10.2.2 Battery check","page":47,"zoom":"XYZ 93 333 0"},{"title":"10.2.3 Fan check","page":47,"zoom":"XYZ 93 169 0"}]},{"title":"10.3 Battery replacement","page":48,"zoom":"XYZ 100 782 0"}]},{"title":"11 Storage, Removal and Disposal","page":51,"zoom":"XYZ 93 821 0","children":[{"title":"11.1 Storage","page":51,"zoom":"XYZ 93 786 0"},{"title":"11.2 Removal","page":51,"zoom":"XYZ 93 430 0"},{"title":"11.3 Disposal","page":51,"zoom":"XYZ 93 346 0"}]},{"title":"12  Appendix","page":53,"zoom":"XYZ 93 821 0","children":[{"title":"12.1 Glossary (technical terms)","page":53,"zoom":"XYZ 93 785 0"},{"title":"12.2  Index","page":54,"zoom":"XYZ 100 821 0"},{"title":"12.3 Notes","page":55,"zoom":"XYZ 93 821 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
