ReaderTT.config = {"pagecount":109,"title":"An Installer\u2019s Pocket Guide for Swagelok Tube Fittings (MS-13-151, R2)","author":"","subject":"Pages 1-109. Features: Interchangeability, Safety Precautions, Installation Instructions, Hydraulic Swaging Units, Tubing Installation, Tubing Data, Ordering Information.","keywords":"","creator":"QuarkXPress.: AdobePS 8.7.3 (301)","producer":"Acrobat Distiller 5.0.5 for Macintosh","creationdate":"D:20040308200205Z","moddate":"D:20040422175623-03'00'","trapped":"","fileName":"document.pdf","bounds":[[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[770,385],[385,770],[770,385],[385,770],[770,385],[385,770],[770,385],[770,385],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770],[385,770]],"bookmarks":[],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
