ReaderTT.config = {"pagecount":21,"title":"STM32G0 world's 1st USB-C & Power Delivery 3.0 MCU","author":"claire long","subject":"","keywords":"STM32G0 USB-C; World\u2019s 1st USB-CTM＆ Power Delivery 3.0 MCU","creator":"Acrobat PDFMaker 19 for PowerPoint","producer":"Adobe PDF Library 19.10.123","creationdate":"D:20190221182311+01'00'","moddate":"D:20190221182315+01'00'","trapped":"","fileName":"document.pdf","bounds":[[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825],[1466,825]],"bookmarks":[{"title":"STM32G0","page":1,"zoom":"Fit"},{"title":" ","page":2,"zoom":"Fit"},{"title":"USB Power Delivery is a Protocol !","page":3,"zoom":"Fit"},{"title":" Myriad of Combinations","page":4,"zoom":"Fit"},{"title":"Be Connected with STM32G0","page":5,"zoom":"Fit"},{"title":"Smart Integration","page":6,"zoom":"Fit"},{"title":"High Flexibility","page":7,"zoom":"Fit"},{"title":"Make Connectivity Easier","page":8,"zoom":"Fit"},{"title":"Optimized Partitioning","page":9,"zoom":"Fit"},{"title":"Built-in Features","page":10,"zoom":"Fit"},{"title":"Typical Block DiagramEx : Multi-Port Docking Station","page":11,"zoom":"Fit"},{"title":"All Inclusive","page":12,"zoom":"Fit"},{"title":"More Security","page":13,"zoom":"Fit"},{"title":"USB-C Authentication Ready ","page":14,"zoom":"Fit"},{"title":"Smart Ecosystemfor Short Time-to-market ","page":15,"zoom":"Fit"},{"title":"Master Platform","page":16,"zoom":"Fit"},{"title":"Discovering USB-C","page":17,"zoom":"Fit"},{"title":"Easy Configuration","page":18,"zoom":"Fit"},{"title":"Easy Debug","page":19,"zoom":"Fit"},{"title":"USB IF Certified Solution","page":20,"zoom":"Fit"},{"title":"Thank You","page":21,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
