ReaderTT.config = {"pagecount":13,"title":"Shadow Dextrous Hand Technical Specification","author":"Jake Goldsmith","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 3.5","creationdate":"D:20150827180738+01'00'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"1 Overview","page":4,"zoom":"XYZ 126 1138 0"},{"title":"2 Mechanical Profile","page":5,"zoom":"XYZ 126 1138 0","children":[{"title":"2.1 Dimensions","page":5,"zoom":"XYZ 138 1079 0"},{"title":"2.2 Kinematic Diagram","page":6,"zoom":"XYZ 138 1156 0"},{"title":"2.3 Kinematic structure","page":7,"zoom":"XYZ 138 1156 0"},{"title":"2.4 Weight and Payload","page":7,"zoom":"XYZ 138 574 0"},{"title":"2.5 Speed","page":7,"zoom":"XYZ 138 486 0"},{"title":"2.6 Material","page":7,"zoom":"XYZ 138 399 0"}]},{"title":"3 Communications","page":8,"zoom":"XYZ 126 1156 0","children":[{"title":"3.1 Hand Features","page":8,"zoom":"XYZ 138 963 0"},{"title":"3.2 Control","page":8,"zoom":"XYZ 138 771 0"},{"title":"3.3 Micro-controllers","page":8,"zoom":"XYZ 138 523 0"}]},{"title":"4 Sensing","page":9,"zoom":"XYZ 126 1151 0","children":[{"title":"4.1 Position","page":9,"zoom":"XYZ 138 863 0"},{"title":"4.2 Tactile Sensing","page":9,"zoom":"XYZ 138 757 0"},{"title":"4.3 Force","page":9,"zoom":"XYZ 138 598 0"},{"title":"4.4 Temperature and Current","page":9,"zoom":"XYZ 138 475 0"},{"title":"4.5 Hand Sensor Node","page":9,"zoom":"XYZ 138 387 0"}]},{"title":"5 Actuation","page":10,"zoom":"XYZ 126 1156 0","children":[{"title":"5.1 Smart Motors","page":10,"zoom":"XYZ 138 1097 0"}]},{"title":"6 PC and Software","page":10,"zoom":"XYZ 126 956 0","children":[{"title":"6.1 Open platform","page":10,"zoom":"XYZ 138 790 0"},{"title":"6.2 ROS","page":10,"zoom":"XYZ 138 605 0"}]},{"title":"7 Power","page":11,"zoom":"XYZ 126 1156 0","children":[{"title":"7.1 Consumption","page":11,"zoom":"XYZ 138 1070 0"}]},{"title":"8 Options","page":11,"zoom":"XYZ 126 887 0","children":[{"title":"8.1 Left Hand","page":11,"zoom":"XYZ 138 810 0"},{"title":"8.2 CyberGlove Integration","page":11,"zoom":"XYZ 138 722 0"},{"title":"8.3 BioTac Integration","page":12,"zoom":"XYZ 138 1156 0"}]},{"title":"9 Change list","page":13,"zoom":"XYZ 126 1156 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
